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Specification
FR Spec # 2017428-2 Date : 2017/4/28
Description Product Name : PV CABLE EN 50 6 1 8 6mm’
1.Rated Voltage : DC 1500V AC1000/1000V 2.Ambient Temperature : -40°C--90°C Max.
Temperature at Conductor 120°C : 3.Conductor : Tin-Plated copper, Class5 4.Insulation : 125°C
XLPE 5.Jacket : 125°C XLPE 6.Color : Insulation: Black Jacket:Color 7.Marking: FRCABLE TUV
EN50618 H1Z22Z22-K DC 1.5KV, 1X6.0mm’ TUV NO. R*™**** + Meter marking
Construction
Conductor Insulation Jacket
Eiage No. oD. Avg.Thick |Min.Thi oD. Avg.Thickn | Min.Thick oD.
ness |ckness ess ness
mm? N/mm mm mm mm mm mm mm mm
16 84/0.285 3.10 0.90 0.71 4.0+£0.1 0.95 0.80 6.87+0.1
Electrical Properties
item Unit Values
Conductor Res ( 20°C Q/km £3.39
Insulation Res (90°C )| Q-cm =10°
Withstand voltage | V/Smin ACB500
Physical Properties
Item - Values
Condition
Insulation Jacket
Before |Tensiestrengh = 28.0Mpa z8.0Mpa
Aging | Eiongation 2125% 2125%
After Tensile strength 150+£2°CX168h < —30% < —30%
Aging  |Elongation < —30% < —30%
Winding at low temperature —40+2°CX16h Mo crack Mo crack
Heat stretch 250+3°C < 100% < 100%
Shock at low tempera —40+£2°CX16h Mo crack Mo crack
Flaming test - DZ-1

Customer Signature :

Date :
Huzhou Shangfu Wire&Cable High Technology Co.Ltd  Parepared By : Zﬁang H“"if‘""j'
Add : No.688Jingye Road Huzhou Reviewed By : i s
Tel : 13665754719 Approved By : Lo
Fax : 05722166915 Date : 2017/4/28
Email : cableman@uvip.163.com Cust.No. :

v f r- cabl e. com



