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[EN] Before installing the equipment, read the user manual carefully to get familiar with product information and safety precautions. The product warranty
does not cover equipment damage caused by failure to follow the storage, transportation, installation, and usage guidelines specified in this document
and the user manual. Scan the QR code on the cover of this document to view the user manual and safety precautions. The information in this document is
subject to change without notice. Every effort has been made in the preparation of this document to ensure accuracy of the contents, but all statements,
information, and recommendations in this document do not constitute a warranty of any kind, express or implied.
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EN] After using the fixture, properly store it in the toolbox and secure it in its original position.

TEERATERERTEAPRE, RRIBISERE .

EN If the hoisting point of the battery pack is deformed or bulges due to jolt during hoisting, use a rubber mallet to adjust it to ensure that the battery pack can be
properly pushed into the cabinet.
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Introduction to the Fixture
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. Drawer handle

. Distance block

. Long bolt

. Handwheel

. Shifter

. Battery connecting rod retainer

. Fixture lifting lug

8. PCS fixture

9. Binding strap

10. PV terminal removal tool
11. Cabinet connecting rod
12. Battery connecting rod
13. Extension arm

14. Panel maintenance fixture
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[N Taking Out the Fixture
NHTE

& J E/l o




0 EX Remove the binding straps from the fixture.
9 [EX Take out the PCS fixture and place it on the ground.

g [EY] Take out the cabinet connecting rod and battery connecting rod.

9 [EN] Hook the lifting lug of the battery pack fixture, and use the forklift to lift
the battery pack fixture and place it on the ground.
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[EN Insert the forklift tynes into the pack fixture,
remove the M6 screws in 1, adjust the tightness of
the long bolt in 2, and secure the pack fixture to
the forklift.
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Replacing a Battery Pack
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Remove the screws that secure the battery pack to the cabinet.

Install the battery connecting rod.

Install the cabinet connecting rod. Ensure that the
side with the silkscreen faces upward.

Use the forklift to lift the battery pack fixture slightly higher than
the cabinet connecting rod. Adjust the forklift until the fixture is
parallel with the cabinet.
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Switch to position 2, rotate the handwheel counterclockwise, push the
drawer handle to the top of the cabinet connecting rod, adjust the left and
right tynes of the forklift to align the handle with the mark on the cabinet
connecting rod, and lower the tynes of the forklift until the drawer handle
comes in contact with the marked position on the cabinet connecting rod.
Switch to position 1. Place the extension arm on the fixture, secure one
end of the extension arm to the cabinet connecting rod using the pin,
rotate the handwheel, align the hole on the other end of the extension
arm with the hole on the battery connecting rod retainer, and insert the
pin to secure the extension arm.

Keep the position at 1 and rotate the handwheel counterclockwise to
pull out the battery pack to be replaced.
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0 [N Pull the battery connecting rod retainer near the initial 0 BREIERATEhEEE E VIR U B ML, BUHEHE .

position, and then take out the extension arm.
9 E Rotate the handwheel clockwise, align the hole on the battery connecting 9 J'@Ejiﬁﬁ$§$§€’ i@%@i&ﬁ}%ﬁ ERNEEFLAL SEIERET AL
rod retainer with the hole on the battery connecting rod, and insert the pin. AIXg3F, FRIEREE.

g [EY] Rotate the handwheel counterclockwise to pull the battery pack @ WRIEIER T, SHEthE TR HEREE,
out of the ESS.




Use the forklift to lift the fixture slowly until the drawer handle is MEtAta T = et
0 El slightly higher than the cabinet connecting rod. 0 XA HEHAR TS, (R FRS T BT

9 B Switch to position 2. Rotate the handwheel clockwise until the g TR 2R, IRRTEIEEF, EEmEITFER2E,
drawer handle is fully retracted. Move the battery pack to a safe BEhEEBEREY, KEitE L.,

place and place it on the ground. g BT iR et T
Pa5] $RBREEIHIEREAT
g [EX Remove the battery connecting rod.




0 [EM Take out the battery connecting rod and secure it to the new battery pack.

9 BN Install the battery pack hoisting kit.

g [EY Install the lifting rope, hook the hoisting kit using the hook, lift the battery
pack using the forklift, and place the battery pack in the middle of the fixture.

9 [EN] Switch to position 1, rotate the handwheel, adjust the battery connecting
rod retainer and battery connecting rod to overlap with the pin hole, and
insert the pin.

@ [N Insert the forklift tynes into the fixture, adjust the tightness of the long
bolt, and secure the battery pack fixture to the forklift.
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Use the forklift to lift the battery pack fixture slightly higher than
the cabinet connecting rod. Adjust the forklift until the fixture is
parallel with the cabinet.

Switch to position 2, rotate the handwheel counterclockwise, push the

drawer handle to the top of the cabinet connecting rod, adjust the left and
right tynes of the forklift to align the handle with the mark on the cabinet
connecting rod, and lower the tynes of the forklift until the drawer handle
comes in contact with the marked position on the cabinet connecting rod.

Switch to position 1, rotate the handwheel clockwise, and push a part of
the battery pack into the cabinet.
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0 ENM Push the battery connecting rod retainer until it exceeds the distance block,
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as shown in the figure. Pull out the battery connecting rod pin.

Place the extension arm on the fixture, secure one end of the

extension arm to the cabinet connecting rod using the pin, rotate

the handwheel, align the hole on the other end of the extension

arm with the hole on the battery connecting rod retainer, and insert

the pin to secure the extension arm.

Rotate the handwheel clockwise to push the battery pack completely into
the ESS.
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When the front end of the battery pack is aligned with the guide rail of the
cabinet and the gap between the fixture and the guide rail of the cabinet is
exposed, partially tighten the screws on the battery pack on the forklift side.

Pull out the pin and take out the extension arm.

Use the forklift to lift the fixture slowly until the drawer handle is slightly
higher than the cabinet connecting rod. Ensure that the drawer handle does
not contact the battery connecting rod. Switch to position 2, rotate the
handwheel clockwise until the drawer handle is fully retracted, and drive the
forklift to move the fixture to a safe place.
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0 E Install the battery pack screws on the LTMS side, and use a 0 A S E—NE O EEIET, KT EmwmIIEsT.
socket wrench to tighten the screws on both sides.
9 EX Remove the cabinet connecting rod. 9 IRISHABEEAT .
g [EM Remove the battery connecting rod. g IRRREE AT
B After using the fixture, properly store it in the toolbox and secure it in its original position.
TREATEREINTIRAEPRE, RENEKSEE
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4 EM Replacing a PCS/DCDC (The following steps use PCS as an example.)
EiEPCS/DCDC (AT BIILAPCS R )
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“ EX Remove the screws that secure the PCS/DCDC to the ESS. “ #BRPCS/DCDCEIETENIE LRIIZET
[EXl Remove the pins, raise the fixture outside the ESS, place the fixture into the S b Tl
g ESS, and insert the pins in the positions, as shown in the figure. (Perform this g i%g%Nﬁggﬁ%%-ggﬁg(rgéﬁ?gfﬁﬁg%\gﬁﬁm*)ﬁﬁ
operation only when the PCS is replaced) ’ S XRIAS R
g BN Secure the fixture to the ESS. @ B ITEEEEHEREE.
Hold the handles on both sides of the faulty PCS/DCDC SHHE & Sz T
O B e hee/DCnC o the Fture @) I BFIEPCS/DCDCFRIHEE , $8PCS/DCDCHETE L.
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B Install the lifting handles and lift the PCS/DCDC to a safe ground.
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Take out a new PCS/DCDC and install the lifting handles.

One person stands on each side of the PCS/DCDC to lift the
PCS/DCDC onto the fixture to avoid falling, and then remove the
lifting handles.

Hold the handles on both sides and slowly push the PCS/DCDC into the ESS.

(1) ERHEERHIPCS/DCDC, ReaFH,
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0 EXl Push the new PCS/DCDC completely into the ESS and tighten the 0 JEPCS/DCDCREHEMEREIE, REEIERL
screws.

9 EX Remove the screws from the PCS/DCDC fixture, remove 9 FHPCS/DCDCTERIEFEIRLE , IS TREGERS, XAHE Do
the fixture, and close the ESS door.

g BN After taking out the PCS/DCDC fixture, remove the pins, @ BRLEPCS/DCDCTASS, ﬁgﬁjgﬁ%ﬁ}fiﬂi , TR
lower the fixture, and insert the pins. (Perform this [EEEFEE. ((NERPCSHREHUTIZRE)

operation only when the PCS is replaced)

B After using the fixture, properly store it in the toolbox and secure it in its original position.
TEFERATERERTEAPRE, ERRBIKSEE.
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